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Title: SWSI Connections and Data Segregation Test Case:  SWSI-MISC-001 

Prerequisite: None Estimated Run Time: 1 Hours 

Test Requirements: 3.4.1, 3.4.3.1, 3.7.1, 3.7.2, 4.2.1.2 Written by: Don Murray 

Objective: The SWSI servers shall be capable of supporting simultaneous connections with multiple 
SWSI clients. The SWSI shall be capable of communicating with either the NCCDS located in the 
operational NCC environment or with the NCCDS located in the ANCC. The SWSI shall provide 
customers with the capability to segregate their test data from their operational data. The SWSI shall 
ensure that each NCCDS user is precluded from accessing any other user's messages or data 

Support Requirements: SWSI and ANCC 

Requirements Sources:  
Step

# 
Action/Command Date/

Time 
Successful

Y/N 

1. Using a closed and open I/O Net clients Logon using two different user 
accounts in the operational mode. 

  

2.  Verify via the NPG GUI and applicable alert messages, real-time 
connections are established from each client. 

  

3. Verify via the SPSR (ps –ef|grep mitter) and applicable alert 
messages, scheduling connections are established from each 
client. 

  

4. Schedule an event for each user. Transmit GCMRs and monitor UPD. 
Transmit a user vector. Verify above functions are successfully 
completed and connections are maintained. 

  

5. Verify that  SWSI shall ensure that each NCCDS user is precluded 
from accessing any other user's messages or data 

  

6. Log off one client position and re-logon in the Test Mode.     

7. Repeat steps 2 through 4 above verify connectivity to the ANCC and 
the NCCDS(DSMC). 

  

8. Verify user test data is segregated from their operational data.   

 


